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Technical Details
OUR REF: KKH7

PRODUCT DESCRIPTION

DuPont™ Kevlar® yarn combines high
tensile strength and cut resistance into a
soft, flexible yarn. This heavyweight
machine knitted glove with an elasticated
wrist is made from DuPont™ Kevlar®
yarn.

TYPICAL APPLICATIONS

Excellent cut and abrasion resistance, dry
handling, production lines, bottling

AVAILABLE SIZES: 7/S • 8/M • 9/L • 10/XL•
11/2XL

PACKAGING: Per Pack: 12 pairs

        Per Box: 240 pairs

Tested in accordance with EN 388, EC type
examination carried out by:
SGS United Kingdom Limited, Unit 202B Worle
Parkway, Weston-super-Mare, BS22 6WA, United
Kingdom.  (NOTIFIED BODY 0120)
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KKH7
Kevlar® Heavy Weight Glove

DuPont™ and Kevlar® are trademarks or registered trademarks of E.I. du Pont de Nemours and Company.

● Storage: Gloves should be stored in a cool, dry environment in the original packaging and out
of direct sunlight.

● Maintenance: Both new and old gloves should be thoroughly inspected before use to ensure
no damage is present. Gloves should not be left in a contaminated condition if reuse is intended
- if contaminated, gloves should be cleaned as far as possible

● Chlorine bleach can cause strength loss on KEVLAR® at low concentrations. Do not use in or
around chlorine bleach.


